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RCRA 3012 SITE INSPECTION COMMENT
ARMCO, INC.
HOUSTON, TEXAS
T f_r“(}“:

On May i-, 1984, Mr. Davig W. Dunn and Mr. Thomas J. Stang of
Engineering-Science, Inc. (ES), representing the Tex ° Department of Water
Resources (TDWR), conducted & site inspection at ARMCO, Inc.-Houston Works,
ARMCO was represented by Mr. 8111 Chadick, Envirommental Coordinator, Mr,
Bi11 Cody, Environmental Engineer, Mr. Joe Brown, Works Engineer, and Mr,
Ron Thompson, Supervising Engineer. A three-hour meeting was held to
J1SCUsSS past and current disposal practices and to complete the standard-
g form. A 7.5 hour 1te inspectior f the aclive angd 1nactivée hazardous

waSLE areas was then nducted.
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Description of Waste Areas
e O e s

Five on-site disposal areas were visited during the inspection.

These are discussed below:

West Pond - This site is the only listed active waste disposal area on-

ite. Technically, this facility is considered a 10 MG settling pond and not

& hazardous waste facilit . by ARMCO,
areas of the plant. In operation since 1965, the pond previously had been used
This practice was stopped when TDWR ruled this

The pond rece ived wastewater from all

to neutralize acid wastes.
constituted hazardous waste treatment and requested registration of the pond,
The pond had been drained prior to the inspection as part of the site close-

down procedures. Some water, less than 20 percent of the total volume,
T

remained \n the deep end. Exposed sediment was bBlack and appeared oily. The

pond reportediy handled or nor waste and either recycled the

water or discharged it through NPDES all 001, Sediment from the pond was

dredge ) and pumped to the Rod Mill Pond.

Rpu MHWP « T Yond s & horseshoe-shaped above-grade

(approximately 15 feet) impoundment used to settle out and store the solids

from the West Pond. ediment dredgings are pumped to the south side.

Supernatant 14 withdrawn an overflow Ock At the peak of the horseshoe.
4 n the north 1de of the pond with the clarified

in the south side

Secondary settling occur
supernatant returned to the wWest ¢ The material settled
was original'y planned réw materia ource, due t the

iron content

Apparent ly the pond had not been used for some perind of time. very
Tittle water was present on the north s ide and the south side was completely
filled (less than six inches of fresboard) with solids dry encugh 1o walk on,
attails covered most of the sauth stde and several large aress apparentiy had
ponded water on Lhem recently urface testure ranged from dry and hard to

moist and pliable The north side was 71lled with vegetation of all types.
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Coke Plant Acig Pit - This pit, Cated on the east eng of the property

near the coke plant, was used to store spent pickie liquor and tar gdecanter

- tank sludges. The pit was operated from 1964 to 1823 i« dispose of acidic
“

wastes generated by the coke plant, Approximateiy 11,735 cubic yards of
material was disposed of in the natural clay lined, one acre site 400 feet
X 80 feet). The site was closed-out under the Supervision of ERM by mixing
appros imately 1,800 tons of cement flue dust with the acidic material and

then covering with clay. No groundwater monitoring was reported. The site

.

T

cap 15 currently sbout five feet dbove-grade. Inspection of the site Showed

TR

minor erosion problems but no leachate springs or ther problems. The cap

15 well-vegetated with some small trees on the edges.
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East End Pit - A sample was collected from the ditch behind the East End
pit. This ditch may also include any influence from the coke plant acid pit.

The water was discolored due to contamination. Analysis showed low metals
concentrations and no pH problems.

Pipe Mill Acid Pit - A sample was taken from the stormwater ditch
adjacent to the pit area Analysis showed no metals contamination but @
slightly elevated pH (8.9), probably not caused by the pit.

Analytical results are attached to this report
Conclusions and Recommendations

ARMCO, Inc. has disposed a large gquantity of potentially hazardous
material on-site during 115 operaiton. Wastes are divided into five Leparate
areas, »ith a'l but one current ly inactive. Three have been rlosed out in the
past 15 years. No apparent problems were noted. However, no groundwater
monitoring has been conducted at any of the on-site disposal areas.

It is recommended that this metal site be given a low hazard ranking
based on the large quantity of waste material disposed of n al) the sites,
This ranking may be lessened based on the efforts of the plant to treat the
waste material amg 1t proper |y lose ot lhe ite. In addition, the
population n the area 15 not large and the ay base s spparently & poor
transfer pathway. Jpport for this ranking e ts of incomplete testing of
landf {1led material, lack of groundwater monitoring, 'ncomplete testing of
the clay )iner and waste treatment resuits, and the presence of the 100 year

flood plain on-site
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